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BULK DF DELIVERY SYSTEM

A system designed to allow dry products to be transferred into a weigh tank or in-line
Inductor. Units are available with 20 cubic foot hopper (Between 800 and 1,200 pounds of
material). A super sack bulk bag unit may be added to the top of the hopper.

FEATURES INCLUDE:                                                                                     OPTIONS INCLUDE:

20 Cubic Foot hopper
6" spiral auger & tube, 4-1/2' & 7' discharge heights              Super sack cone pallet & Stand
Stainless hopper transition                                                                        Coned pallet w/gate
2 or 3HP motor, 1750 RPM, 230VAC 3PH                                     Optional vibrator assembly
Motor starter and overloads                                                                 Deck Scale Automation
Variable Speed Drive

Manufactured by:                                                                      Distributed by:



The Kahler Automation FDS-3330 system will accurately dispense dry flowables into the
measuring and mixing tank or an in-line Inductor. A variable speed drive allows the operator
to regulate the flow of material into the tank to avoid plugging the discharge of the tank
during the recirculation phase.

                                                                             Configuration 1
                                                                     Unit is capable of stand alone operation for
                                                                     owner "hand add" of up to 20 cu. ft. of product
                                                                     into the hopper.

                                                                     Configuration 2
                                                                     Unit is capable of attaching a single super sack
                                                                     coned pallet. The hopper holds enough material
                                                                     to allow the empty bag to be changed without
                                                                     down time at the plant.

                                                                     Configuration 3
                                                                     Unit is capable of attaching super sack coned
                                                                     pallets with gate. This allows multiple dry
                                                                     products to be interchanged during the season.

                      A Loadout Inductor may used for
                      direct dispensing into the carrier line
                      if a measuring tank is not available.
                      This allows single step injecting into
                      the receiving vessel.

The entire unit may be placed on a deck scale. This allows easy
measuring of the product. An automated decreasing weight package
(FDS2400) is available to accurately dispense the requested
amount from a user friendly keypad, legal-for-resale. The

name of the product, quantity dispensed, date &
time, and operator name are all available on the

optional printout. Inventories and
transactions may be reprinted at the operators request.
The plant valves may be automatically controlled during
the dispensing phase.

909 Winnebago Avenue
Fairmont, MN  56031
(507) 235-6648
www.kahlerautomation.com
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